






12 Volt

KEY FEATURES

  

•	 Automatic float mode return 

•	 Low output ripple 

•	 Reverse polarity, short-circuit and current 

limiting protection

•	 Auto recovery on fault condition removal 

•	 Cell charge boost and equalizing

•	 Power save mode 

•	 No moving parts – convection cooled

•	 Chargers can be linked together in parallel or 

series

•	 Charge fail output 

•	 80% operating efficiency 

•	 Dedicated manual boost connection terminals

5 Amp (Vertical) Order no: 9702-01 5 Amp Order no: 9130-00

SM 12 Volt

KEY FEATURES

•	 Intelligent two, three and four stage charging 

profiles 

•	 Adjustable current limit  

•	 Digital microprocessor technology

•	 Low output ripple and tight load & line 

regulation 

•	 Customisable charging curves 

•	 AC input under/over voltage alarms

•	 Battery charger over voltage protection 

•	 Battery charger over current protection 

•	 Battery under voltage alarm 

•	 Auto battery detection 

•	 Auto self-test function

•	 Output short circuit and inversion polarity with 

auto recovery

•	 Auto power de-rating at high ambient 

temperatures

•	 Optional battery temperature compensation 

using a PT1000 temperature sensor

•	 Cell charge boost and equalizing

•	 External system integration via MODBUS RTU 

using RS485

•	 DSE Configuration Suite PC Software

•	 External remote display option (DSE2541)

•	 86% operating efficiency

5 AMP & 10 AMP ONLY

•	 Configurable soft start feature using 

configuration suite software

•	 View remaining charge time via SCADA

•	 Digital input within SCADA

•	 Configurable bulk to absorption transmission

•	 Lithium-ion charging profile

•	 Auto voltage detection. Detects if a 12 or 24 

volt battery is connected

•	 Configurable charge termination

30 Amp Order no: 9484-01 5 Amp 	 Order no: 9481-01
10 Amp 	 Order no: 9480-01
15 Amp 	 Order No: 9483-01

SMi
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24 Volt

KEY FEATURES

 

•	 Automatic float mode return 

•	 Low output ripple 

•	 Reverse polarity, short-circuit and current 

limiting protection

•	 Auto recovery on fault condition removal 

•	 Cell charge boost and equalizing

•	 Power save mode 

•	 No moving parts - convection cooled

•	 Chargers can be linked together in parallel or 

series

•	 Charge fail output 

•	 80% operating efficiency 

•	 Dedicated manual boost connection terminals

5 Amp (Vertical) Order no: 9701-01 5 Amp Order no: 9255-00

SM 24 Volt

KEY FEATURES

•	 Intelligent two, three and four stage charging 

profiles 

•	 Adjustable current limit  

•	 Digital microprocessor technology

•	 Low output ripple and tight load & line 

regulation 

•	 Customisable charging curves 

•	 AC input under/over voltage 

•	 Battery charger over voltage protection 

•	 Battery charger over current protection 

•	 Battery under voltage alarm 

•	 Auto battery detection 

•	 Auto self-test function

•	 Output short circuit and inversion polarity with 

auto recovery

•	 Auto power de-rating at high ambient 

temperatures

•	 Optional battery temperature compensation 

using a PT1000 temperature sensor

•	 Cell charge boost and equalizing

•	 External system integration via MODBUS RTU 

using RS485

•	 DSE Configuration Suite PC Software

•	 External remote display option (DSE2541)

•	 86% operating efficiency

5 AMP & 10 AMP ONLY

•	 Configurable soft start feature using 

configuration suite software View remaining 

charge time via SCADA

•	 Digital input within SCADA

•	 Configurable bulk to absorption transmission

•	 Lithium-ion charging profile

•	 Auto voltage detection. Detects if a 12 or 24 

volt battery is connected

•	 Configurable charge termination

30 Amp Order no: 9474-01 5 Amp 	 Order no: 9472-01
10 Amp 	 Order no: 9470-01
15 Amp 	 Order no: 9473-01

SMi

20 Amp 	 Order no: 9476-01
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Enclosed

KEY FEATURES

•	 Intelligent two, three and four stage charging 

profiles 

•	 Front panel control with multiple display 

variants

•	 12-volt and 24-volt configurable

•	 Adjustable current limit  

•	 Battery charger and power supply

•	 Manual and automatic boost

•	 Digital microprocessor technology

•	 Battery charging temperature compensation

•	 Low output ripple/excellent line regulation 

•	 Customisable charging curves 

•	 AC input under/over voltage 

•	 Battery charger over voltage protection 

•	 Battery charger over current protection 

•	 Battery under voltage alarm

•	 Auto battery detection 

•	 Auto self-test function

•	 Output short circuit and inversion polarity with 

auto recovery

•	 Auto power de-rating at high ambient 

temperatures

•	 Optional battery temperature compensation 

using a PT1000 temperature sensor

•	 Power save mode

•	 External system integration via MODBUS RTU 

using RS485

•	 DSE Configuration Suite PC software

•	 External remote display option (DSE2541)

•	 86% operating efficiency

12 Volt
5 Amp	 Order no: 9460-01
10 Amp	 Order no: 9461-01

12 Volt with Meters
5 Amp	 Order no: 9460-02
10 Amp	 Order no: 9461-02

24 Volt
5 Amp	 Order no: 9460-11
10 Amp	 Order no: 9461-11

24 Volt with Meters
5 Amp	 Order no: 9460-12
10 Amp	 Order no: 9461-12

SMi Dual Output

Dual Output Intelligent Battery Charger
12/24 Volt
10/15 Amp Order no: 9462-01

Leading manufacturers of fire and rescue vehicles 
across the world have integrated the DSE9462 
intelligent dual output charger into their vehicle 
designs.

The DSE9462 provides the ability to simultaneously 
power 12 volt ancillary equipment and charge a 
24 volt battery. With a minimum 90% operating 
efficiency and onboard CAN communication, the 
charger is an outstanding choice for emergency 
vehicle integration.

SMi

12 volt 10 amp output is used to power
ancilliaries onboard. Long cable lengths
can be overcome by connecting
sensing wires to compensate for any
drop in voltage. This can be configured 
using the DSE Configuration Suite 
software.

CAN communications utilised 
to get key information from the 
charger.

24 volt 15 amp output is 
used to charge the battery. 
Battery chemistry can be 
selected and the current 
output altered.

If battery temperature is 
high the DSE9462 charger 
output can be reduced 
based on the external 
temperature.10 11



Remote Battery Charger Display
Order no: 2541-02

The DSE2541 remote bwattery charger display has been designed to work with our full range of intelligent 
and enclosed battery chargers. The display presents information to the operator on charge output, 
charge cycle, mains (utility) supply status and indicates when fault conditions are present.  

Key Features

Remote Battery Charger Display

1.2 km

SMi

Battery charger power and temperature monitoring

Mains AC voltage and frequency monitoring

Remote boost and battery charger output control

Alarm indication

Testing

DSE battery chargers deliver 
outstanding performance 
and reliability in the most 
extreme conditions.

Setting High Standards For Over Forty Years
We design, manufacture and test all products to the highest possible standards.
We know, when our customers need us the most, we never let them down.

VIBRATION ELECTRICAL 
SAFETY

TEMPERATURE

ELECTRO-MAGNETIC 
COMPATIBILITY

HUMIDITY SHOCK

13



We have over 40 years experience of designing and manufacturing market-leading 
battery chargers and power supplies. 

We supply high volumes of chargers each year into multiple markets around the
world and are proud of our reputation for supplying world-class reliable solutions.

All our battery chargers are designed and manufactured in our state-of-the-art UK 
manufacturing facility using the highest grade materials. Every charger is tested 
throughout the manufacturing process, giving customers confidence their charger
will perform to highest possible standards at all times.  

UK Manufacturing

www.deepseaplc.com

View the complete
DSE product

range

Register a
website account
and download

full product
documentation
& PC software

Keep up to
date with
the latest

company news
and product

releases

Watch company
and product

testing
videos
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DEEP SEA ELECTRONICS PLC
Highfield House
Hunmanby Industrial Estate
Hunmanby
North Yorkshire
YO14 0PH
ENGLAND

TELEPHONE
+44 (0)1723 890099
FACSIMILE
+44 (0)1723 893303
EMAIL
sales@deepseaplc.com

DEEP SEA ELECTRONICS INC
3230 Williams Avenue
Rockford
IL 61101-2668
USA

TELEPHONE
+1 (815) 316 8706 
FACSIMILE
+1 (815) 316 8708
EMAIL
sales@deepseausa.com

DEEP SEA ELECTRONICS 
INDIA PVT LTD
D 47
Udyog Vihar Phase -V
Gurgaon
122016
HARYANA

TELEPHONE
+44 (0)1723 890099
FACSIMILE
+44 (0)1723 893303
EMAIL
sales@deepseaplc.com

055-238/04/18 (1)
Deep Sea Electronics Plc maintains a policy of continuous development and reserves the right to change the 
details shown in this product brochure without prior notice. The contents are intended for guidance only.

OUR DISTRIBUTOR NETWORK IS WELL ESTABLISHED 
AND PROVIDES STOCK, SERVICE AND SUPPORT IN 
YOUR LOCAL MARKETPLACE.

Full details of all DSE distributors can 
be found on our website.

www.deepseaplc.com


